
SPECIFICATIONS: 100m SPRINT TRACK 
Remote Head - 16" Wescam 
Camera  Sony BVP 570 Split Block Camera  - Tri-ax  Camera 

back not supplied 

Lens Canon 20x lense 
Remote head 16" Wescam with desk control  
Minimum lens height from ground 600mm 
Maximum lens height from ground 900mm 
Remote Head - Libra IV 
Camera  Most Broadcast Cameras,  High Definition, Super Slo-

Mo. Arri 435 

Lens Any suitable 
Remote head Libra IV with wheels console for film cameras              

Libra IV with Egripment type control desk for Video 
cameras 

Minimum lens height from ground 600mm 
Maximum lens height from ground 900mm 
Track Size 
Track gauge  600mm 
Track length 20m - 100m 
Footprint 1000mm wide for clearance   
Track Speed   
Max Speed  15m/sec 
Max Acceleration 4m/sec/sec  
Track Control 
Motion control Fully programmed Endstops/Accel/Decel/Safety cut-outs 

Operator inputs Proportional Joystick/Proportional footpedals/Button 
Console/Directional Footswitches 

Setup Info 
Site access Due to size and weight of equipment vehilcular access to 

site is preferred 
Special Requirements 
Operating Position Operators must have line of sight of half track length 
Track Info - Power & Other Cabling 
Power Supply 3 phase supply  
Power location Power cable need to be run to either end of track 
Maximum distance to operating position for cables 200m 
Operator Communications For Broadcast: The track operator and camera operator 

should be supplied with Director talkback                                                                           
For safety: The track operator must be in two way 

communication with each track safety spotter, positioned 
at each end of the track       

Shipping Weights & Sizes  - Full System + Wescam Sizes in mm : Length x Width x Height/Weight in kg  
Gross Weight 2050kg 
Spares and Ancillaries - wheeled flight case L =1400 x W=600 x H=900/200 kg 
Track - 4 wheeled stacks ,12 sections in each L =2300 x W=650 x H=1130/320 kg each 
Dolly - wheeled flight case L =1950 x W=900 x H=500/100kg 
Master Motor Unit - Flight case L =900 x W=900 x H=450/130kg 
Slave Motor Unit - Flight case L =900 x W=900 x H=450/130 kg 
3 phase cables - wheeled flight case L =700 x W=700 x H=850/75kg 
Wood Blocks & wedges  - wheeled flight case L =700 x W=700 x H=850/75kg 
Wescam Head - Flight case without wheels L =950 x W=950 x H=950/62kg 
Wescam Ancillaries - Flight case without wheels L =600 x W=550 x H=1200/65kg 



 
Shipping Weights & Sizes  - Full System + Libra IV Sizes in mm : Length x Width x Height/Weight in kg  
Gross Weight 2050kg 
Ancillaries wheeled  flight case L =1400 x W=600 x H=900/230kg 
Track - 4 wheeled stacks ,12 sections in each L =2300 x W=650 x H=1300/320kg each 
Dolly - wheeled flight case L =1950 x W=900 x H=500/130kg 
Master Motor Unit - Flight case L =900 x W=900 x H=450/150kg 
Slave Motor Unit - Flight case L =900 x W=900 x H=450/150kg 
Libra IV Head - Flight case L =800 x W=600 x H=400/35kg 
Libra IV Ancillaries 1 - Flight case L =800 x W=600 x H=400/35kg 
Libra IV Ancillaries 2 - Flight case L =800 x W=600 x H=400/40kg 

This information is for guidance only and may differ subject to requirements 
 



 



 


